
OPERATING INSTRUCTIONS
Make sure the charger's input voltage matches the AC voltage
Plug the charger to the power supply. The LED light should turn green
Connect the red clamp to the battery’s positive terminal and the black clamp to the 
negative terminal. The LED light turns red indicating the start of charging
The LED light becomes green when the battery is fully charged 

FEATURES & FUNCTIONS

LED LIGHT STATUS
Green when not connected to the battery: the charger is connected to the power supply
Green when connected to the battery: the battery is fully charged 
Red light: battery voltage is between 8.0V to 14.2V
Red flashing light: the battery voltage is less than 8V; or there is short circuit; or clamps are 
not correctly connected to the battery terminals

Maximum safety: No current or voltage when the charger is not connected to the battery 
Maintenance charge: The charger can be used to perform maintenance charge when the 
vehicle is in storage or used infrequently
Automatic verification: The charger stops charging if the battery voltage cannot reach 10V 
after two hours
Low voltage recovery: When the battery voltage drops below 8V, the charger will perform a 
recovery charge with 0.2Amps until the voltage reaches 8V. Then the current will automati-
cally switch to 0.5Amps to continue charging until the voltage reaches 10V
Constant charge current: when the battery voltage is over 10V, the charger will deliver a 
constant current of 2Amps until the battery voltage reaches the limit of 14.2V
Floating charge: The charger switches to floating charge mode and gradually reduces 
current when battery voltage reaches 14.2V

TECHNICAL SPECIFICATION

Battery capacity

AC input voltage

Output voltage

Output current

Short-circuit protection

Polarity reverse protection

Over charge protection

Operating temperature

Storage temperature

Operating humidity

Certificates

Up to 360Wh

100 - 240V  50/60Hz

Yes

Yes

Yes

-10°C to 40°C

-40°C to 70°C

5% - 95%RH

CAUTION

Do not expose to rain - indoor use only
Keep away from explosive gas or sparks
Do not cover the charger during use
Switch off the power supply before removing 
the charger from the battery
Keep away from children
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BRUGSANVISNING

> Kontrollér, at laderens indgangsspænding svarer til elnettets spænding.
> Slut laderen til strømforsyningen. LED-lampen skal lyse grønt.
> Slut den røde klemme til batteriets pluspol og den sorte klemme til batteriets minuspol. LED-lampen 

begynder at lyse rødt, når ladningen går i gang.
> LED-lampen lyser grønt, når batteriet er ladet helt op.

EGENSKABER & FUNKTIONER

> Maksimal sikkerhed: Laderen giver ingen strøm eller spænding, når den ikke er sluttet til et batteri.
> Vedligeholdelsesladning: Laderen kan anvendes til vedligeholdelsesladning under opbevaring af 

køretøjet, eller når køretøjet står til opbevaring
> Automatisk verificering: Laderen holder op med at lade, hvis batterispændingen ikke når op på 10 V 

inden for to timer.
> Pulsladning ved lav spænding: Når batterispændingen er under 8 V, foretager laderen en pulsladning 

med 0,2 A, indtil batterispændingen når 8 V. Derefter øges strømmen automatisk til 0,5 A, og ladningen 
fortsættes, til batterispændingen når 10 V.

> Konstant ladestrøm: Når batterispændingen er over 10 V, giver laderen konstant 2 A, indtil 
batterispændingen når 14,2 V.

> Efterladning: Laderen skifter til efterladning og justerer automatisk strømmen, når 
batterispændingen når 14,2 V.

FORKLARING VEDR. LED-STATUS

> Lyser grønt uden at være sluttet til batteriet: Laderen er sluttet til strømforsyningen.
> Lyser grønt og er sluttet til batteriet: Batteriet er ladet helt op.
> Lyser rødt og er sluttet til batteriet: Batteriet er ved at blive ladet op, og batterispændingen er mellem 

8 og 14,2 V.
> Blinker rødt: Batterispændingen er under 8 V, ELLER der er sket en kortslutning, ELLER klemmerne er 

ikke forbundet korrekt til batteriet.

TEKNISKE SPECIFIKATIONER

Batterikapacitet Op til 360 Wh

Indgående spænding (AC) 100-240 V 50/60 Hz

Udgående spænding (DC) 14,2 V ± 0,2 V

Ladestrøm 2 A ± 0,1 A

Beskyttelse mod kortslutning Ja

Beskyttelse mod polvending Ja

Beskyttelse mod overladning Ja

Anvendelsestemperatur -10°C til 40°C

Opbevaringstemperatur -40°C til 70°C

Luftfugtighed ved anvendelse 5-95% RH

Certifikater        RoHS
ADVARSEL

> Må ikke udsættes for fugt – kun beregnet til indendørs 
brug.

> Må ikke komme i nærheden af eksplosive gasser og 
gnister

> Må ikke tildækkes under brug.
> Laderen skal først kobles fra strømforsyningen og 

derefter fra batteriet.
> Opbevares utilgængeligt for børn.
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