
AlfAtronix
Mounting Methods

't' ShAped Mounting CrAdle

Many Alfatronix products are installed using our 'T' shaped mounting cradle. This is 
manufactured from V0 rated (self-extinguishing) glass filled polycarbonate material 
and exhibits excellent strength and durability characteristics. The three point design 
allows for flat installation, even on uneven surfaces and it is both quick and easy to 
install as the bracket itself can be used as a template for accurate drilling before 
being screwed firmly into position. The converter can be fully wired before being 
clipped securely onto the bracket. The clip design is entirely vibration proof and, 
as the body of the converter covers the screw heads, once installed it is virtually 
impossible for any of the screws to vibrate loose, a potential long term problem on a 
diesel vehicle. 

This bracket is supplied as standard with all PowerVerter DC-DC converters up to 
240W (24A), DD Series converters (up to 240W) and Brick in the lead AD Series 
mains power supplies.

din rAil Mounting Clip

Many customers wish to install our products onto standard din rails found in 19" 
racks or other fixed systems. 

The din rail mounting pack is sold separately as an alternative to the 'T' shaped 
bracket and is supplied in a pack of two. Please order part number: DIN - Din rail 
clips Pack (2). These are compatible with all units supplied with a 'T' bracket (which 
should be discarded). For PV3s units, only one clip is sufficient. A pair of clips 
should be used for all other installations.
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